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Premier Elite 5Ci-W

Physical
Material 3mm Ploycarbonate
Tamper Detection Wall & lid
Packed Weight 835g (30oz) approx
Dimensions

Internal wireless sounder with Ricochet® Mesh Technology
Protect your premises from the inside out. The Premier Elite 5Ci-W is an internal wireless sounder with Ricochet Mesh 
Technology, delivering robust wireless connectivity and superb sounder performance.

Ideal for flats, retail, offices and system upgrades, the Premier Elite 5Ci-W internal wireless sounder provides system designers 
greater freedom of positioning than wired alternatives, resulting in superior security solutions.

LIT-0226

• 105dB(A) Piezo Sounder
• High Brightness LED Strobe
• Selectable Comfort LEDs
• Wall and Lid Tamper

• 2 to 5 Year Battery Life
• Compatible with Premier Elite control panels
• Powered by 8 x AA Lithium Batteries (included)
• PD6662:2010, EN50131-4, EN50131-5-3 Grade 2 Class 

189mm

186mm

Environmental
Volume (SAB mode at 13.7VDC) 105dB Peak at 1m (A Weighting, 90˚)
Cut-Off Time: <15 minutes or ≤3 minutes(selectable)
Operating Temperature:  -25˚C (-13˚F) to +55˚C (+131˚F)
Storage Temperature: -25˚C (-13˚F) to +60˚C (+140˚F)
EMC Environment: Residential / Commercial / Industrial

Electrical
Supply Voltage: 12V DC
Battery Type: 8 x Lithium type AA 1.5V
High Power LED Strobe: 320lm
Flash Rate: 1Hz (typical)*
Comfort LEDs
Brightness: 100mcd (typical)
Flash Rate (tamper secure): 1/4 sec flash at 5 sec intervals alternating (typical)
Wireless Frequency: 868.0MHz – 868.6MHz


